Fiche technique du Cable HDMI unilatéral avec connecteur coudé 270°, 4K, 50cm

Cable HDMI unilatéral avec connecteur
coudé 270°, 4K, 50cm

Numeéro d'article HDMI-UP-05
Longueur 500mm

Description du produit

Cable HDMI unilatéral avec connecteur coudé 270°, 4K, 50cm

Clause de non-responsabilité : Les termes HDMI, interface multimédia haute définition HDMI et habillage commercial
HDMI, et les logos HDMI sont des marques commerciales et des marques déposées de HDMI Licensing Administrator,
Inc.
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Plus d'images
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HOMI™ versions

max. data rote

max. resolution

B-channel LPCM, 192 kHz, 24-bit audie copability

Blu-ray Disc and HD DVD video and audia in full resolution

Consumer Electronic Contral (CEC)
OVD-Audio

Super Audio €D (050)

Ceop Calor (30-bit)

*YCC

Auto Audio to video synchronization lip-sync

Dolby TrueHO Bitstream Capability
DT5-HD-Moster-Audio-Bitstraam
Updated list of CEC commaonds

30 by HOMI

Full HD {1920 % 1080p @120 Hz)
HDMI™ Ethernet channel (HEC)
Audio return channel (ARC)

K
4K 50/60p support

solution support

4K 30 suppart
32-channel-audio-Support
1536-kHz-Audio-Support

1080p 3D HFR support

21:9 Cinemoscape support

Multi Stream Audic and Vides suppert
Enhanced audie return channel (€ARC)
High Dynamic Range

BK 50p support

14.0nd 16 bit color depth support
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ULTRA
HIGH SPEED

8.16 Gbit/s

2560 x1440p/ 60 Hr
3840 x 2160p/30 Hz

AK/30Hz

18 Ghit/s

3840 x 2160p/60 Hr

48 Ghit/s

7680 x 4320p/ 60 Hz

Fiche technique du Cable HDMI unilatéral avec connecteur coudé 270°, 4K, 50cm

1920 % 1080p /48 Hz 3D | 3840 x 160p/120 Hz 3D

AKF4OHE

UHD 4K/120 He
UMD 8K780 Hz

21

www.partsdata.fr



